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 Sony 1/3” CCD 

 420 TV lines 

 18 IR LEDs: Up to 60’ range 

 Day/Night operation: 0 lux LEDs on, 0.4 lux LEDs off 
 Cables concealed in bracket to prevent tampering 

 Rugged, weatherproof (IP67) construction 

 Built-in backlight compensation 

 Low current consumption 

IR Day/Night Bullet Cameras 

Specifications: 

Features: 

EV-1006-N4WQ 4.3mm Lens, 18 IR LEDs, 60’ Range, White 

EV-1006-N4BQ  4.3mm Lens, 18 IR LEDs, 60’ Range, Black   

 

 

     

 

Type Color camera 

Chip 1/3” CCD, Sony 

Resolution 420 TV lines 

Pickup elements 510 x 492 pixels  

Scanning system 2:1 interlace 

Sync Internal 

Lens 4.3mm, F2.0 fixed 

Minimum illumination 0.4 lux (LEDs off), 0.0 lux (LEDs on) 

S/N ratio >50dB (AGC off) 

Backlight compensation On 

Enclosure IP67 weatherproof 

# of infrared LEDs 18 

Max. LED range Up to 60 ft. (18m) 

Power source 12VDC±10% 

Power consumption 100mA (IR off), 280mA (IR on) 

Operating temperature 14°~122° F (-10°~50° C) 

Dimensions 61/4”(L) x 215/16”(D) (158 x 74 mm) 

Weight 13.6 oz. (386g) 
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